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PROPOSED STATE STANDARD,
TITLE 8, CHAPTER 4

Amend Section 3016(b) to read:

§ 3016. Pitsfor Elevators.

(a) Where Required. A pit shall be provided at the bottom of the hoistway of every power-driven
elevator. The pit shall extend the entire area of the hoistway.

(b) Design and Construction of Pits.

(1) See Ssection 3010(c) for details of pit construction.

(2) The pit depth shall be not less than is required for the installation of the buffers,
compensating sheaves, if any, and all other elevator equipment located therein, and to provide
the minimum bottom clearance and runby required by Ssection 3017.

(3) Thefloor of the pit shall be approximately level, but sufficient slope shall be allowed for
drainage. No recess shall be alowed unless covered or guarded.

(4) Drains connected directly to sewers shall not be installed in elevator pits.

(5) Drains or sumps in elevator pits shall not be used as the normal means of drainage for
liquids directed into the pit from other areas of the building.

(6) Pumping equipment provided to remove accidental water from the pit shall be located
outside the hoistway where practicable or shall be of the type that can be readily removed from
the hoistway for repairs. When necessary to enter the pit to remove accidental water
accumulations, an authorized person shall be present from an elevator company that is currently
licensed by the State of California Contractors License Board.

(7) The elevator pit may be provided with a water removal system that complies with section

3120.6(c).

NOTE: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code.
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PROPOSED STATE STANDARD,
TITLE 8, CHAPTER 4

Amend Section 3120.6. to read:

8 3120.6. Pits.

(a) Pits shall comply with Ssection 106 of ASME A17.1-1996; except for Rules 106.1(b)(3),
106.1c and 106.1d(2); which is hereby incorporated by reference.

(b) (a)-Pits shall comply with section 3016(a), section 3016(c), section 3016(d)(3), section
3016(d)(4), section 3016(d)(5), and section 3016(h).

(c) A water removal system such as a sump pump, suction drain, or gravity drain may be used
to address water accumulations on the pit floor pursuant to section 1206.2aof ASTM A17.1-
1996. The water removal system, if provided, shall comply with the following:

(1) Equipment related to the water removal system shall not be located in the pit, elevator
hoistway, or machine room;

(2) Piping related to the water removal system shall be located outside the pit and machine
room, except that the piping extending from the pit floor to the lowest landing may be installed
inside the hoistway.

(3) The water removal system shall not be connected directly to the sewer.

(4) Thefollowing shall apply if adrainin the pit floor is used as the water removal system:

(A) Thedrain shall be designed so that water cannot enter the pit through the drain;

(B) If asump is provided, the drain shall be in the sump.

(d) Water accumulations shall be removed/pumped from the pit. When necessary to enter the
pit to remove water accumulations, an authorized person shall be present from an elevator
company that is currently licensed by the State of California Contractors License Board.

(e) All elevatorsinstalled after October 25, 1998 may be provided with awater removal system
that complies with the requirements of section 3120.6(c).

NoTE: Discharge from the water removal system may be subject to the local authority having
jurisdiction.

NOTE: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code-and
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PROPOSED STATE STANDARD,
TITLE 8, CHAPTER 4

Amend Section 3122.0(d) to read:

§ 3122.0. Hoistways, Hoistway Enclosures, and Related Construction.

Hoistways, hoistway enclosures and related construction shall comply with Ssection 300 of
ASME A17.1-1996, which is hereby incorporated by reference.

(a) Machine rooms and machinery spaces shall comply with sections 3050(b)(7) and
3050(b)(8).

(b) Electrical equipment, wiring, pipes and ducts in hoistways, machine rooms and machinery
spaces shall comply with section 3120.2.

(c) Guarding of exposed equipment shall comply with section 3120.4(a) and section
3052(a)(2)(A).

(d) Pits shall comply with Ssection 3120.6(a).
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